
 
UTD-29 Battle Tank Engine 

Diesel UTD - 29 four-stroke, V-shaped, liquid-cooled, with dry crankcase, with direct fuel injection. It allows work on 

gasoline and kerosene of various brands. Designed for military tracked and wheeled transport vehicles and provides 

normal operation in high altitude conditions at an altitude of up to 4500 m. It is installed on BMP-3, BMP-3K, BMP-

3F, BREM-L "Beglyanka". 

BCS have the option of supplying either Brand New or Refurbished Engines. Original and genuine engines. 

Description: Diesel 
 10 Cylinder V Shaped Dry Crankcase. 
 4 Stroke  
 Water Cooled 
 
Specifications Description 
Model UTD-29 
Suitable Vehicles: BMP-3, BMP-3K, BMP-3F, BREM-L "Beglyanka Amoured Vehicles 
Number Of Cylinders 10 
Operating Frequency Variation Range: S-1 1300+100 rpms Recommended  
Specific Fuel Consumption: 251 (G / Hp H) 
Oil Consumption: 6.8 (G / Hp H) 
Overall Dimensions: 1228 x 997 x 598 mm 
Weight Of Engine:  910 Kg 
 
Freight: I x Engine Per Pallet (Gross weight 935 kgs) 
Warranty Details: New: Full Manufactures Warranty 
 Used: 12 Months or 350 Hour 
 
BCS warranties its products to the consumer to be free from defects resulting from workmanship or material for 1 
year from date of purchase by the original owner. Warranty does not cover damage by Shipping, Storage, Act of 
God, Misuse of equipment or unauthorized repair. Product Finish or Paint is not covered by warranty. 
 
Faulty Goods: 
 
On delivery if parts are faulty due to manufacturing process, a new part will be supplied. Faulty parts to be returned. 
 
 
 


